Panasonic ENERGY

CR2Z

CR Cylindrical-type Lithium Battery(Long life type)

Specifications

Nominal voltage 3V
Nominal capacity 1,000mAh
27.0mm Continuous drain 2.5mA
¥ panasonic offers batterics Maximum pulse discharge current 2A

with tabs or lead wires. .
Diameter(Max.) 15.6mm
Dimensions*!

Features & Benefits Height(Max.) 27.0mm

. *1
+ Long-term reliability is suitable for outdoor devices which are Weight Approx. 11.0g
dlfflcu.lt to.malntena.nce sth as to change .batterles: Operating temperature -40°C to +85°C*2
* Superior high-rate discharging characteristics are suitable for
various loT devices with wireless communication I Without tabs.

"2 Please consult Panasonic when anticipating usage in
operating temperature 70°C or above.

Applications Terminal types

Please see the documents for the terminal and lead wire settings.
- Line up of tab terminal types by product number

functions.Enables devices downsizing.

* For customized tab terminal or for any other information,
please ask Panasonic sales person.
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Pulse Discharging Characteristics

3.5
=
3.0 Q‘---. [t
> T~ .
N~
~ ™.
i ‘h..
Q
<):2.5
= 30°C
g Discharging Condition -10°C
2.0 | |Initial discharging ratio : 50% HTH i
Base resistance : 300kQ 207C
Pulse current time : 1s 60°C
15 [ TTIO T TTT000 11 [T 110
0.1 1000

10 100
PULSE CURRENT / mA

Panasonic Energy Co., Ltd.

As of July, 2024. Panasonic offers batteries with tabs or lead wires. This data in this document is for descriptive purposes only and is not
intended to make or imply any guarantee or warranty. The contents of this product information are subject to change without notice.



https://energy.panasonic.com/dam/common/content/business/pdf/en/terminaltypes/terminallineup_EN.pdf
https://energy.panasonic.com/global/business?utm_source=datasheet
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